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●● Connect this unit ONLY to other compatible units. Do not connect it to 
any other type of alarm or auxiliary device. Connecting anything else 
to this unit may damage it or prevent it from operating properly, and will 
invalidate the warranty.

●● Do not place cables from the AC/DC adapters, camera or monitor where 
they can be damaged or stepped on. Protect the cables by keeping 
them out of the way of children, pets and routine household traffic. Do 
not place heavy objects on power cables; do not cover them with rugs or 
carpet.

●● Unplug the AC/DC adapters from the wall outlet when the system is not 
in use for a long time.

●● Slots or openings in the back of the monitor, are provided for ventilation 
and to ensure reliable operation of the video monitor or equipment and 
to protect if from overheating. These openings must not be blocked or 
covered. The monitor should never be placed near or over a radiator and 
should not be placed in a built-in installation or enclosure unless proper 
ventilation is provided.

●● All parts should be protected from violent vibration. Impact shocks and 
dropping may damage the product and should be avoided.

●● Installation of doorbell camera facing into direct sunlight may affect 
quality of  the video.

PRECAUTIONS
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The recommended installation heights for both
Monitor and Camera 145~160mm.

Direact wall mounting Mounting with 86 box

During installation, put the 
wire through the hole of 
PC plate, then connect it 
with Camera terminal, and 
glue the PC plate on the 
Camera rear panel.
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1. Parts and Functions

2. Mountings

Camera Lens

Call Button

Night-view LED

Speaker

Microphone



- 2 -

3. System Connection

It’s recommended you use shielded alarm cable 4x0.75mm2 for distances up 
to 50m. For distances over 50m, we suggest you add coaxial cable (RG-59) to 
connect the VIDEO(core) and GND(shielded layer) pin in addition to the alarm 
cable.

●● Note 1: Plug the AC Adaptor in to the AC power terminal ensuring it is well seated.
●● Note 2: Video matching jumper. For a single Monitor system, set the video matching jumper 

to ON position. If you want to use multiple monitors, set all video jumpers to OFF 
position EXCEPT the last Monitor. (the ‘last’ monitor is the one physically furthest away from the 
door station.)

●● Note 3: Unlock time jumper. Can be set to 1 second or 5 seconds.
●● Note 4: Set this jumper to M(master) position when only one Monitor installed. When multi 

Monitors installed, the first Monitor set to M, others set to S(slave).
●● Note 5: When connect a Normally-Open lock(Power-to-open lock), as show in the picture, 

connect to the COM and NO pin; when connect a Normally-Close lock(Power-off-to-open lock), 
connect to the COM and NC pin.

●● Note 6: The power supply for the lock is not included in the product, please use appropriate 
power supply.
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4. Multi Monitors Connection
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5. Two Camera Connection
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1.	 When visitor presses the Call Button on the Outdoor Station, the monitor rings, at the 
same time, the screen displays the visitor image, and MESG LED turns to red.

2.	 Press    Button to talk to the visitor(If there is no 
anwer, the system will automatically reset to standby 
state after 60 seconds); Press Button again to end 
the conversation(or the conversation will be cut off 
automatically after 120 seconds).

3.	 During ringing or talking, press  Button to unlock 
the door. (A Di~ sound will prompt to indicate the door is 
opened)

4.	 During standby, press  Button to monitor the view 
of outside. When two Cameras were installed, press 

 Button will show the view of 1# Camera, press 
 again to end moniting; press one more time will 

show the view of 2# Camera, and press again to end. 
(monitoring is limited to 60 seconds)

6. Basic Video Door Phone Operation
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7. Intercom Function
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1.	 Intercom can be initiated by either Monitor. Press the  Button, the other Monitors will ring. 
Press  Button on the other Monitor to answer. 

2.	 To end the intercom conversation, press    Button. If no one answers, it will exit automatically 
after 30 seconds.

3.	 The doorbell function will always override the intercom function.

1.	 When you do not want to be disturbed by any 
calling, you can turn on the mute function.

2.	 Adjust the  [Ring Volume Adjustment] to the 
lowest, the ring will be completely turned off, and 
the  indicator will be turned on.

8. Mute function

Ring Volume Adjustment

Mute
indicator



●● Power supply for Monitor: 	 		   DC 14V (supplied by Adaptor)

●● Power supply for Camera:			   DC 14V (Supplied by Monitor)

●● Power consumption:			   Standby 0.5W; Working status 15W (for kits)

●● Monitor screen:				    7 Inch color TFT-LCD

●● Display Resolutions:			   1,440(R, G, B) x 234 pixels

●● Video signal:				    1Vp-p, 75Ω, CCIR standard

●● Monitor time:				    60 seconds

●● Talking time:				    120 seconds

●● Monitor Dimensions:			   142(H)×216(W)×23(D)mm

●● Camera Dimensions:			   135(H)×58(W)×48(D)mm

9. Specifications
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WARRANTY CARD
NB Please keep this document safe, as it is proof of your Warranty
Your Video door system comes with a one year Manufacturers Warranty. When
used normally, the following services are offered:

1. Replacement for malfunctioning parts in first three months
2. Repair free of charge for malfunctioning parts in first year
The following actions will void the Warranty:
1. Damage to the device during installation
2. Damage to the device through misuse
3. Opening and/or disassembling the device
4. Attempting to force the device to perform functions for which it is not intended
5. Attaching the device to power supplies other than thoserecommended by the 
manufacturer

Distributor for Warranty purposes:
Lale Trading Ltd
34a High Street
Hornsey
London
N8 7NX
+44 (0)20 83482040
www.intelligenthomeonline.com

Product:_____________________________________________
Purchaser Name: ______________________________________
Invoice N: ____________________________________________
Purchase Date_________________________________________
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